
 Explosion-proof
Lights

LED 



EXPLOSION PROOF LIGHTS

Model: GL-EXP-FYA-xxx

(A stands for CCT)

(xxx stands for Watts)



Industrial LED Luminaire 

Up to 100 Lumens Per Watt

Harsh & Hazardous Duty

L80 Value 50,000+ Hours

IP66 Rated

LED Explosion-proof Floodlight 

DESIGNED FOR DURABILITY & FLEXIBILITY

Information
The Series LED Luminaire are designed for installations where moisture, dirt, dust, 
corrosion and vibration may be present, or NEMA 3 and 4X areas where wind, 
water, snow or high ambient can be expected. They can be used in locations 
made hazard-ous by the presence of flammable vapors or gases or 
combustible dusts as defined by the NEC and IEC.Series are ideal for retrofit of 
existing HPS/MH and offer higher efficacy for increased energy savings, lower 
maintenance costs and shorter paybacks.

Features  Instant On-including after power interruption
 World Voltage AC 100-277V 50/60Hz
 50,000+ maintenance free hours @L80
 Heavy duty copper-free anodized die-cast aluminum housing
 Shell surface of electrostatic spraying, 
 Excellent anti-corrosive property
 All exposed fasteners with quality stainless steel
 Thermal shock and 7J impact resistant tempered glass lens
 Shell protection, over-voltage and over heat protection
 Harsh & Hazardous Duty



Applications  Gas Station
 Storage Facility
 Manufacturing Plant
 Marine Loading Terminals
 Chemical Processing Facility
 Petrochemical Processing Facility

Compliance NEC Standard
Class I, Div. 1&2, Groups B, C, D
Class I, Zone 1&2, Groups IIB+H2, IIA
Class II, Div. 1&2, Groups EFG
Class III
Enclosure Type 4 (NEMA 4, 7B CD, 9EFG)

ATEX + IECEx Standard
Zone 1 and Zone 21 areas
Zone 2 and Zone 22 areas
EN 60079-0��EN 60079-1��EN 60079-31
Cert # IEP 15 ATEX 0326 
Ex II 2G Ex d IIB T5 Gb
Ex II 2D Ex tb IIIC 95 °C Max Db IP 66

Tamb -30°C to +50°C
Enclosed and Gasketed



Technical Parameters

5-year standard warranty



Technical Parameters

5-year standard warranty
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Dimensions



Expansion bolts

(Gasket+Washers

included) M10

Hanging chain（Stainless steel）Load�20KG

Length is subject to on-site installation dimensions

Eyebolts (Stainless steel) M10

The Angle mark

Expansion bolts

(Gasket+Washers included) M10

Angel 0-180°

Adjustable

4°
5

The Angle mark

Angel 0-180°Adjustable

Expansion bolts

(Gasket+Washers included) M10

45°

Mounting

Ceiling Type

Hanging Chain

Floor Type

Wall Type



EXPLOSION PROOF LIGHTS

Model: GL-EXPR-xxx-S1
GL-EXPR-xxx-S2

(xxx stands for Watts)



EX Mark：Ex db e IIC T4/T5/T6 Gb   
Ex tb IIIC T95℃/T80℃ Db,IP66T130℃/

100~240VAC

24VAC/DC30~70W( )

36VAC/DC30~70W( )

(30~80W)

Suitable for  oileld,chemical industry,offshore 

drilling platform, ship, cruise, steel industry, petroleum etc

Ta
-50

Type
Light output
        (lm)

GL-EXPR-30-S1

Net weight
Wattage

      (kg)
Replaces MHSize(mm)

4.2 Ø230×270

GL-EXPR-40-S1

GL-EXPR-50-S1

4.9 245×260×270

*The lamp can be matched with a lens: 18°、40°、60°、80°、100°、200°、60°×80°、90°×110°. CCT:3000K、4000K、5000K

GL-EXPR-60-S1

GL-EXPR-70-S1

Cable Entry :M20 , M25 , NPT3/4" , NPT1/2" , G3/4"      

Input Voltage

100~240VAC30~80W( )

24VAC/DC30~70W( )

36VAC/DC30~70W( )

Application

class I,
zone1
&zone2,
zone21
&zone22

IP
66 class I,

zone1
&zone2,
zone21
&zone22

LM79
LM84

IECEx

ATEX

GL-EXPR-80-S1

GL-EXPR-30-S2

GL-EXPR-40-S2

GL-EXPR-50-S2

GL-EXPR-60-S2

GL-EXPR-70-S2

GL-EXPR-80-S2

50W

30W

40W

70W

60W

80W

4600

5600

3500

7000

8200

8800

Type

50W

30W

40W

70W

60W

80W

4600

5600

3500

6900

8200

8800

100W

100~150W

70W

150W

150~175W

175W

100W

100~150W

70W

150W

150~175W

175W

Ta
40/55

II 2GD

EXPLOSION PROOF LIGHTS

Model: GL-EXPR-xxx-S1
GL-EXPR-xxx-S2



EXPLOSION PROOF LIGHTS

Model: GL-EXP-FGA-xxx
(A stands for CCT)

(xxx stands for Watts)



Design Features

Model: GL-EXP-FGA-xxx



Luminaire Models

Certifications & Compliances

Electrical Ratings

Installation Type

Weight

GL-EXP-FGA-10

GL-EXP-FGA-20

GL-EXP-FGA-40

GL-EXP-FGA-60

GL-EXP-FGA-80

GL-EXP-FGA-100

GL-EXP-FGA-120

GL-EXP-FGA-160



EXPLOSION PROOF LIGHTS

Model: GL-EXP-7-xx-A
(A stands for CCT)

(xxx stands for Watts)



EXPLOSION PROOF LIGHTS

Explosion protection to:

Can be used in:

Three enclosure types:

Model: GL-EXP-7-xx-A
(A stands for CCT)

(xxx stands for Watts)



Technical data



Photometric data



Installation reference




